Technical specifications and accessories,
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MODALITIES | ® | PROGRAMS Q| <
THERMOLYSIS CUSTOMIZATION
PicoFlash ° ° 22 areas (11/men - 11/women) °
MeloFlash ° ° 10 hair sizes ° °
MultiPlex ° ° 3 probe types (INOX, ITH, IBL) ° °
Synchro ° o 5 probe calibres ° °
BLEND Customizable programs °
PicoBlend . R CLIENT RECORDS MANAGEMENT
OmniBlend ° ° 1000 client files °
MultiBlend ° ° Appointment schedules with reminder lists °
EvoluBlend ° o Medical records °
SynchroBlend ° o Treatment statistics advanced | basic
GALVANIC AND PRE/POST-TREATMENT echargeable smaricards system .
. Invoicing and cumulative revenue management °
Electrolysis ° ° ,
Internal printer °
Cata + ° ° . .
A 10 user interfaces with passwords access °
na-
¢ ¢ USB port for data recovery and updates ° °
lono-Mass ° o ; v 100-240
ower su -240v
Lift-Mass o o & PRy
Chromo-LED o o
Infra-LED o o) LEGEND:

@® Included O Optional
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OTHER FEATURES | ® | ACCESSORIES SR
FUNCTIONS 2 probeholders (1 short and 1 regular) ° °
- - 1 red cable and 1 black cable ° °
Skin hydration test, accessory test and blend
tolerance test L4 ® 1 bar-electrode and 1 plate-electrode )
UL and E.L. display ° B 1 set of 4 multifunction electrodes ° °
Pedal-free operating mode . o 1 footswitch ° °
2 output connection ports for probeholders 1 Vitaphase lonoMassage IM device °
and Vitaphase devices ¢ ¢ 1 USB key and 1 stylus ° °
ELECTRONIC CIRCUIT Iuser manue! ® |
- - 10 rechargeable smartcards °
Exclusive 27.12 MHz radio frequency ° °
— ) 1 power supply 100-240V ° )
Millisecond response time ° °
Progressive galvanic current ° °
Automatic hydration compensation response ° ° A%‘r w e
MP/XCL-25 microprocessor ° ° o
Watch Dog XCL security system ° °
Meets all medical standards ° °
Universal power adapter ° °
DESIGN
Color touch screen and user friendly navigation ° o Apilus xCel's base
also available in option
Ergonomic flip-top aluminium cabinet ° °

Accessory holders




